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Firma: Player 387 doo
Adresa: NjegoSeva 16
Telefon: +387 55 209 104
Fax:

PIB: 403444110009

E-mail: porudzbine@player.ba

CELESTION TF 1225 - Zvucnik

Nominai diameter (mmy/in)

Bifrasr22&8ng (AES, W rms)

gg’%&%%ruﬁnﬁ)oro r|_j‘\ﬁoggtleaé'?];2 InCa
roizvodac: Celestio

Voice coil diameter (mm/in)

Gameayek /4,00 KM
Magnet weight (kg/oz)
Chassis type

Sensitivity (dB)

Frequency range (Hz)

Coil material

Former material

Cone material

CELESTION,IEr 122 5o nik
General specifications

305/12

250

8

63.5/2.5
Ceramic
1.2/42
Pressed steel
97

40-4000
Round copper
Round copper
Kevlar loaded paper

Surround material Cloth-sealed
Suspension Single
Xmax (mm/in) 2.4/0.09
Gap depth (mm/in) 8.0/0.31
Voice coil winding width (mm/in) 12.7/0.50
Small Signal Parameters

Sd (m?/in?) 0.053/82.29

D (m/in) 0.26/10.24

Fs (Hz) 63

Mmt (g/0z) 46.51/1.64

Mmd (g/0z) 39.60/1.40

Qms 6.70

Qes 0.54

Qts 0.50

Re (?) 5.13

Vas (It/ft3) 54.5/1.92

Bl (Tm) 13.20

Cms (mm/N) 0.14

Rms (kg/s) 2.76

Mounting Information

Overall diameter (mm/in) 309/12.17
Overall depth (mm/in) 130/5.12

Cut-out diameter (mm/in) 283/11.14



Mounting slot dimensions (mm/in)
Number of mounting slots
Mounting slot PCD range (mm/in)
Unit weight (kg/Ib)

Packed Dimensions and Weight
Single pack size W x D x H (mm/in)

Single pack weight (kg/Ib)
Multipack (60) size W x D x H (mm/in)
Multipack (60) weight (kg/Ib)

Cene su informativnog karaktera. Prodavac ne odgovara za tac¢nost cena iskazanih na sajtu, zadrzava pravo izmena cena.

Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama mozete dobiti na upit. Pla¢anje se iskljucivo vrsi
virmanski - bezgotovinski.

@ 7.9/0.31
4
297/11.69
4.1/9.0

330 x 330 x 150/13.0 x 13.0 x 5.9
3/6.6

1080 x 980 x 880/42.5 x 38.6 x 34.6
190/419



