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JBLoStage 280C: ype unknown High
JBL Stage 280C

Frequency Transducer
1" (25mm) Aluminum dome with Acoustic Lens

Sifra: 19466 Low Frequency Transducer

Kategorija prozivoda: Plafonski Zvucnici 8" (200mm) Polycellulose cone woofer

Proizvodac: JBL Recommended Amplifier Power (Full Range)
20-120W RMS

Cena: 2 3 3 , OO KM Frequency Response

42Hz-25kHz (-6dB on-axis)
Sensitivity (2.83V@1m)
90dB
Nominal Impedance
8ohm
Crossover Frequency
3400Hz
Inputs
Nickel-plated spring-loaded connectors
Grille Dimensions
Dia 10.8in (275mm)
Cutout Dimensions
Dia 9.6in (244mm)
Mounting Depth
4.3in (108mm)
Product Weight (Kg)
2.2Kg
Shipping Carton Dimensions
L12.7in (322mm) x W 12.7in (322mm) x H 5.6in (142mm)
Shipping Carton Weight
6.971bs (3.16KQ)

The Stage 260C has an 8" (200mm) Polycellulose cone woofer and 1" (25mm) Aluminum dome tweeter with
an acoustic lens waveguide. A visually discrete zero bezel grille and easy installation allow these speakers
to be heard and not seen. Elements including baffles with acoustic smoothing and acoustic lens tweeters
have been incorporated into the design to ensure that the sound is clear and accurate.

Cene su informativnog karaktera. Prodavac ne odgovara za tac¢nost cena iskazanih na sajtu, zadrzava pravo izmena cena.

Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama mozete dobiti na upit. Pla¢anje se iskljucivo vrsi
virmanski - bezgotovinski.




